
TS EW 6.0 : TYPICAL CROSS SECTION FOR FILL AT SUPERELEVATED SECTIONS  (4 LANE)

WITH FRONTAGE ROADS
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TS EW 6.1 :TYPICAL CROSS SECTION FOR FILL AT SUPERELEVATED SECTIONS   (4 LANE)

WITH OUT FRONTAGE ROADS
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NOTES

1) FRONTAGE ROAD CROSS SECTION WILL BE CHANGED

ACCORDING TO THE SITE REQUIREMENT.

2) INNER SHOULDER  WIDTH MAY BE VARIED IN CURVE

     WIDENING SECTION.

3)  i% = LANE SUPER ELEVATION.

4) ALL DIMENSIONS ARE IN METERS UNLESS OTHERWISE

SPECIFIED.
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TYPICAL CROSS SECTION - AT SUPER ELEVATED SECTION FOR FILLING

11

MATERIAL

200

225

55

THICKNESS ( mm)

Wearing Course

Binder Course 55

Aggregate Base Course

Asphalt

Stabilised Base

TABLE:-01 - PAVEMENT LAYER THICKNESS

LEGEND

CM  -  CENTER MEDIAN

HS  -  HARD SHOULDER

IS   -  INNER SHOULDER

D    -  DRAIN


